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Securaspan / Spanset
Temporary Horizontal Lifeline Anchorage System

Application : Fall Arrest - Erection of Falsework Systems
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FALL ARREST
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Fall arrest systems and equipment e eeee———=m1

limit the impact force of a fall on the | | ‘ ‘ ‘

user and prevent them hitting the === | | =TT /11 | |
ground. The anchor point should be | 1l \|/ | \/ | 0\ i \l/

as high as possible above the feet of *’*u i ‘ F—~ 1

the user to limit the distance of the | |
fall. Equipment should be regularly ‘ 7
inspected for wear and damage. [ | I ,:;.u@;!i

Fig. 1 Typical application for the Securaspan Horizontal Lifeline
Anchorage Post providing fall restraint for falsework erectors.

Comprises :

Plastic Sleeves for embedding into concrete during concrete
Fig. 2 placing

1 no. Spanset Temporary Horizontal Lifeline

2 no. Securaspan Posts.
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A section of Plastic Sleeve with a external diameter of 90mm cut
to 430mm in length is embedded into the top of the column pour.
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The Securaspan Posts are inserted into the Plastic Sleeves and
the Spanset Horizontal Lifeline is attached to each post before
tensioning.

Continuous Protection
After installation the worker(s) is able to attach to the Spanset
lifeline with their fall arrest system and begin work, fully protected
providing complete horizontal mobility and hands-free fall
AL AM protection for up to 2 users per system.
IMPORTANT

(fszl(z)bzoliss) (f;ﬁf‘ggg“ft'_“ﬁs) Figure 2 specifies the Applied Load (AL) and Applied Moment

-16.0 kN (AM) capacities, including 2 x safety factors, in the directions
(-3,600 Ibs) ik indicated by X, Y and Z. Columns supporting Securaspan Posts

+16 kN +31,726 Nm must be sufficiently constructed and secured to provide the load
(£3,600 Ibs) | (£23,400 ft. Ibs) capacities specified in figure 2.

Technical Support

Technical support can be provided to calculate concrete curing
periods required for specific column dimensions and concrete
types.

Please refer to figs. 3 & 4 Spanset fall Clearance Guide.
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Fig. 3

Fig. 4
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